
Start by disconnecting your trap and removing any 
surplus pipe work between it and the outlet.

Now the trap is ready for the space saver kit.  
Take the 90o bend and attach loosely to the top of your 
trap. 

Now Insert the pipe section into the 90° bend and 
tighten all nuts for a watertight seal.

In order to save as much space as possible, cut the 
outlet pipe as short as possible. To do this, line up your 
trap with it’s outlet against the back of the unit and cut 
the pipe where the trap outlet narrows. Smooth the cut 
edge with a piece of sand paper or file. 

Attach the trap to the outlet pipe, by removing the 
nut, slip ring and conical washer, placing them over 
the outlet pipe and then screwing onto the trap outlet 
thread. 

Now you need to cut the pipe section to suit. 
Connect the pipe section of the kit to the bottom of the 
waste. Mark and cut the pipe section just short of where 
the 90o bend narrows. 

vivasanitary.co.uk/pro

vivasanitary.co.uk/pro

10
P O I N T S

8 2 6 1 0 9 2 4 7

Join Pro+ Installers club 
for exclusive benefits.

Installation videos and further 
information available now

1

4 6

2 3

5

SPACE SAVER KIT
TRAP INLET

BEFORE AFTER

Trap inlet

Trap outlet

90o bend

Trap connector

Waste connector

Trap (not included and may vary)

Pipe section
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